Working In Areas of Highwalls, Pits, Spoil Banks, & Stockpiles Quiz 

1. Never step on potentially bridged material on a stockpile.

	
	a.  True
	
	b.  False
	


2. The fall hazard zone on highwalls is …

	
	a.  6 feet or less from stable crest.
	
	
	

	
	b.  6 feet or less from unstable ground or footing
	
	
	

	
	c.  both a. and b.
	
	
	


3. Unstable ground hazards may include overhangs, backbreaks, cavities, sloping crests, and low angle slips.

	
	a.  True
	
	b.  False
	


4. You should examine a working place …

	
	a.  before starting to work.
	
	
	

	
	b.  frequently thereafter.
	
	
	

	
	c.  after 9:00 a.m.
	
	
	

	
	d.  both a. and b.
	
	
	


5. It is OK to get between your equipment and the highwall or stockpile to perform maintenance work.

	
	a.  True
	
	b.  False
	


6. Inspect self-propelled mobile equipment and correct any discrepancies that affects safety prior to use.

	
	a.  True
	
	b.  False
	


7. Slip, trip, and fall hazards can occur …

	
	a.  when working close to highwall or stockpile crest.
	
	
	

	
	b.  from bad weather.
	
	
	

	
	c.  from cracks in the ground.
	
	
	

	
	d.  from poor housekeeping or clutter.
	
	
	

	
	e.  all of the above.
	
	
	


8. A competent person must examine the workplace to identify if any hazardous conditions exist at a pit, stockpile, etc.

	
	a.  True
	
	b.  False
	


9. Maintaining slopes at safe angles of repose, looking for cracks, fractures, slumping materials, and other signs of instability are key points for protection against unexpected earth movement.

	
	a.  True
	
	b.  False
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