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1. If the contestant only hangs the check curtain in x-cut between # 1 and # 2, there will be enough air for the Left side LOCC reading.
2. If the contestant only hangs the check curtain in x-cut between # 2 and # 3, there will be enough air for the Right side LOCC reading.

3. If the contestant only hangs the check curtain in x-cut between # 1 and # 2, there will be enough air to clear the smoke in # 1 entry, if fire is put out.

4. Once the contestant puts out the 12-volt pump on fire and hangs the check curtain in x-cut between # 1 and # 2, turn over the “Smoke” and “End of Smoke” placards.

5. 12-volt pump is not permissible and must be moved out of return.

6. Contestant must probe the unbolted cut in # 1 face and the High spot in # 2 face area.
7. Contestant does not have to set timbers under brow in # 3, only has to danger it off. (Rule 12).
8. # 1 face requires 2 Danger Cards, 1 for not bolted and 1 for no reflector hung

9. Q&A From 2015
If a contestant failed to identify, danger off, or correct a hazardous condition as stated in Rule 11 and received the discount; will they also be discounted for failing to correct the hazardous condition as stated in Rule 12?   Yes, if hazardous condition is not found the contestant will receive discounts under Rules 11 and 12. :
Filling out the Preshift Record (Same as above)

Rule 3 Failure to record hazardous condition.

Rule 4 Failure to record action taken to correct hazardous condition.

e.g. If contestant fails to record the Dislodged Timber in # 3, also dock for not recording a correction.
Times

Written exam_________________________
15 minutes

Review plans in Staging area____________10 minutes

On field start clock after giving materials___
2 minutes

Work problem on field_________________30 minutes (warn when 5 minutes left)

Fill out record________________________
20 minutes

After posting name time to appear________60 minutes

Review and prepare protests_____________20 minutes

