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1. Show the contestant the time clock, mine phone, and the check in/out board.

2. A blank map, written statement (contestant statement), roof control and ventilation plans will be provided, and these have already been reviewed by the contestant in lock-up.  Upon receipt of these materials the contestant must start the clock within 2 minutes.

3. Contestant should take the air measurement in the last open crosscut right side between the   # 2 and # 3 entries, and the last open crosscut left side between the # 1 and # 2 entries.

Provide information in box to the contestant after taking the air reading in the last open crosscuts (LOCC) between the # 1 and # 2 (Left), and the #2 and #3 entries (Right).

Left Side LOCC

Right Side LOCC
Height:    
66 INCHES



Height:  66 INCHES
Width:     
240 INCHES



Width: 240 INCHES
Feet per minute: 95   correction factor: + 17

Feet per minute: 101 correction factor +17
Do not give out total= 12320   



Do not give out total = 12980
Note: If the contestant takes an air measurement in the wrong location, and the check curtains have been installed, the information above should be provided to them but discounts assessed for wrong location. (Rule9)
If the contestant takes air measurement with the ventilation controls partially installed (not according to the vent plan schematic) then the air reading will be 8,470 CFM for either or both side LOCC.
Height:      


 66 INCHES
Width:        


 240 INCHES
Feet per minute: 

  52     correction factor:   + 25
Do not give out total CFM 8,470
Digital anemometers can be held in either direction.

