2023
Post 7 Preshift Contest
STATEMENTS OF FACT

1. The lower explosive limit for methane is _______ volume percent. (MSHA 3028 p. 2-15, 2-47 &2-55)
a. 4.5
b. 5        
c. 5.1 

2. Low voltage up to and including 660 volts, medium voltage ________ volts to 1,000 volts; and high voltage means more than 1,000 volts. (30 CFR Definitions)
a. 661           
b. 650
c. 699 

3. Carbon monoxide has no taste or ________. (MSHA 3028 p. 3-8) 
a. vision
b. smell     
c. odor    
4. Chemical extinguishers shall be __________ every 6 months and the date of the examination shall be written on a permanent tag attached to the extinguisher. (30 CFR 75.1100-3)

a. checked
b. examined   
c. rotated    
5. Regulators are used in mine ventilation to regulate airflow to meet the individual needs of each air _________________. (MSHA 3028 p. 3-12)
a. split        
b. neutral
c. travelway
6. ____________ mine fans shall be equipped with an automatic device that gives a signal when the fan slows or stops. (30 CFR 75.310(a)(3)  

a. main 
b. auxilliary
c. booster         
7. When _____________ fans and tubing are used for face ventilation, each auxiliary fan shall be de-energized or shut off when no one is present on the working section (30 CFR 75.321(a)(3)
a. main
b. auxiliary  
c. booster      
8. Welding, cutting and ___________ with an arc or flame are prohibited within 150 feet of a seal.  (30 CFR 75.337(f)

a. soldering      
b. repairs
c. ratcheting
9. A sightline or other method of directional control shall be used to maintain the projected direction of mining in entries, rooms, crosscuts and pillar _______. (30 CFR 75.203 (b))
a. lifts
b. blocks
c. splits     
10. Circuit breakers shall be ____________for identification. (30 CFR 75.904)

a. marked     
b. labeled 
c. engraved
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