�SAFETY TRAINING - WELDING SAFETY TEST


Students Name:�
Date:�
Time:�
�
Company:�
Employee #:�
�
Evaluator:�
Evaluator Phone Number:�
�
Results:  Pass (    Fail (   Number Failed:  �
Supervisor Notified of Results:  Yes (   No (�
�
TEST QUESTIONS�
TRUE FALSE�
�
1�
Only authorized and properly trained employees can operate welding equipment�
    (     (�
�
2�
Welders are required to inspect their welding equipment prior to use�
    (     (�
�
3�
Welding safety criteria can only be found in 29 CFR 1910 252�
    (     (�
�
4�
OSHA penalties have increased dramatically from the year 1991�
    (     (�
�
5�
Welding safety training can be provided before or after job assignment�
    (     (�
�
6�
Retraining is required if there is reason to doubt an employees proficiency�
    (     (�
�
7�
Non-routine tasks are tasks that are only occasionally performed�
    (     (�
�
8�
Hotwork permits are not required in fire-safe areas�
    (     (�
�
9�
Gases can only effect the respiratory track�
    (     (�
�
10�
There is essentially no difference between vapors and fumes�
    (     (�
�
11�
Fumes are usually metallic and formed by superheating metals�
    (     (�
�
12�
Air particulates such as dust can be explosive under certain conditions�
    (     (�
�
13�
Inhalation, ingestion, absorption and injection are the four routes of entry�
    (     (�
�
14�
Compressed air can cause injection of metals into the blood stream�
    (     (�
�
15�
Metallic powders should be swept at the earliest available moment to control dust�
    (     (�
�
16�
ANSI standard Z87.1 is the source for eye protection shading criteria�
    (     (�
�
17�
When selecting the proper shade level start with the lightest shade available�
    (     (�
�
18�
Direct observers of welding operations require the same protection as the welder�
    (     (�
�
19�
Hair protection is often neglected as a source of injury during welding�
    (     (�
�
20�
Adequate ventilation is mandatory for respiratory protection�
    (     (�
�
21�
Welding helmets must be capable of being sterilized�
    (     (�
�
22�
Two means of escape are required in industrial facilities�
    (     (�
�
23�
All wet surfaces in the vicinity of the welding operation must be protected�
    (     (�
�
24�
Welding is prohibited in sprinkler impaired buildings�
    (     (�
�
25�
Welding in confined spaces requires training in addition to this course�
    (     (�
�
26�
Lockout of machines may be required in addition to confined space requirements�
    (     (�
�
27�
Oil, and grease can cause explosive results when combined with oxygen�
    (     (�
�
28�
Paints and other coatings on surfaces can be an extreme fire hazard when welding�
    (     (�
�
29�
Oxygen can enter clothing and cause extreme burning if ignited�
    (     (�
�
30�
Compressed oxygen can be used to dust off clothing, work areas, and hands�
    (     (�
�
31�
An atmosphere of at least 18 percent oxygen is required to sustain human life�
    (     (�
�
32�
An atmosphere greater than 23 percent is considered oxygen enriched�
    (     (�
�
33�
Breathing-air can be easily displaced from the work area by heavier-than-air gases�
    (     (�
�
34�
Many welders are killed because of improper handling of compressed gases�
    (     (�
�
35�
Compressed gas cylinders must be secured above the midpoint�
    (     (�
�
36�
Read and follow the manufacturers instructions for electric welding equipment�
    (     (�
�
37�
Proper installation is critical for safe use of electric welding equipment�
    (     (�
�
38�
Contractors must be notified of existing hazards in the area they will be working�
    (     (�
�
39�
You are the key element in welding safety�
    (     (�
�
40�
�
    (     (�
�
41�
�
    (     (�
�



